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The next generation of blasting...

Lightest
•  Lighter than the competition

•  Plenum-less plenum or inner shell (integrated, molded-in  
airflow tunnel)

•  High-Density Polyethylene construction offers  
superior strength-to-weight ratio

Coolest
•  The helmet is designed to pass air directly over the head 

and surround the face

• Provides the most cooling options

Comfortable
• Six-point suspension with wide 1” straps

• Center breathing tube connection

•  Removable, adjustable cheek pads for increased stability

Dependable
• 1000 APF independent third-party documentation

•  ANSI/ISEA Z89 Head Protection and High-Impact Z87+ 
Face Protection

•  “Grit Guard” visor and injection-molded door provides 
tight seal

Weighing less than the closest competitor, the GenVX® offers the most 
cooling options, plus removable, adjustable cheek pads for added 
comfort. GenVX is the lightest, coolest, most comfortable, and most 
dependable helmet on the market.



Technical Specifications

Regulatory Lens System

Assigned 
Protection Factor 
(APF)

1,000  
(third party tested)

Viewing area 4” x 9.75”

Inner lens .040" Tritan™*

ANSI/ISEA Z89.1-2009, Type I, Class C Outer lens .015" PETG✝

ANSI/ISEA Z87.1-2010, Z87+  
High-Impact Face Protection

Optional adhesive-backed Mylar® lens 
covers or tinted lenses

Helmet Capes

Material
High-density 
Polyethylene shell 
& door

8 oz. Nylon Denier

Weight 2.39 lbs. Continuous steel cable attachment

Suspension 28" standard

6-pt. Flex-Gear® Ratchet

Third hand for easy installationAdjustable to fit sizes 6.5-8

1" wide nylon webbing

Centered breathing tube 
connection for even balance

“Strain Guard” to protect 
breathing tube connection

Over-the-top air distribution 
prevents fogging and  

improves cooling

Ratchet-style suspension for 
easy adjustment

Convenient carrying strap

* Impact- and chemical-resistant faceshield
✝ Other thicknesses and tints available

Plenum-less plenum 
increases airflow and 

is lightweight



ANSI/ISEA Z89 Head Protection

High-density Polyethylene 
(HDPE) shell offers superior 

strength-to-weight ratio

ANSI/ISEA Z87+  
High-Impact Face Protection

Latch guard keeps  
cape secure

Injection-molded door 
provides precise  

tight sealing

Launderable , removable, 
and adjustable cheek pads 
for increased comfort and 

stability

Inside the next generation...

Tinted lenses available

“Grit Guard” visor keeps  
debris out of lenses

Six-point suspension with  
1" wide straps for comfort  

and stability
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Assemblies (includes Helmet, Breathing Tube, Cape, Hansen Compatible 
Flow Control Device, Belt, Mylar Lens Covers (pack of 5)
GVX2830 28" Cape Assembly with Continuous Flow Control
GVX2830CT 28” Cape Assembly with CT Cool Tube
GVX2831CT 28" Cape Assembly with CT Cool Tube, Schrader Fitting
GVX2830AC1000 28” Cape Assembly with AC1000 Cool Tube
GVX2831AC1000  28" Cape Assembly with AC1000 Cool Tube,  

Schrader Fitting
GVX2830HCT 28” Cape Assembly with HCT Hot/Cold Tube
GVX2830HC2400 28” Cape Assembly with HC2400 Hot/Cold Tube
GVX2840 28” Cape Assembly with Adjustable Flow Control
GVX3830 38"  Cape Assembly with Continuous Flow Control
GVX3830CT 38” Cape Assembly with CT Cool Tube
GVX3830AC1000 38” Cape Assembly with AC1000 Cool Tube
GVX3830HCT 38” Cape Assembly with HCT Hot/Cold Tube
GVX3830HC2400 38” Cape Assembly with HC2400 Hot/Cold Tube
GVXPK40 38” Cape Assembly with Adjustable Flow Control
GVX3830 38"  Parka Assembly with Continuous Flow Control
GVXPK30CT 38” Parka Assembly with CT Cool Tube
GVXPK30XLCT 38" Parka XL Assembly with CT Cool Tube
GVXPK30AC1000 38” Parka Assembly with AC1000 Cool Tube
GVXPK30HCT 38” Parka Assembly with HCT Hot/Cold Tube
GVXPK30HC2400 38” Parka Assembly with HC2400 Hot/Cold Tube
GVX3840 38” Parka Assembly with Adjustable Flow Control
GVX2835 28" Cape Assembly for use with Ambient Air Pump
Breathing Tubes
GVXBT Breathing Tube
Cool Tubes (AC1000 also available for 88VX and GenVX)
CT30  Hansen Nipple
CT30SW Hansen Nipple, Dynaswivel
CT30B Hansen Brass Nipple
CT30BSW Hansen Brass Nipple, Dynaswivel
CT30S Hansen Stainless Nipple
CT30SSW Hansen Stainless Nipple, Dynaswivel
CT31  Schrader Nipple
CT32  Snap-Tite Steel Nipple
CT33  Snap-Tite Brass Nipple
CT34  Snap-Tite Stainless
CT37  CEJN Nipple
CT38  Bayonet Nipple
CTF  Cool Tube filter replacement pack of 10

Hot/Cold Tubes (HC2400 also available for 88VX and GenVX) 
HCT30 Hansen Nipple
HCT30SW Hansen Nipple, Dynaswivel
HCT30B Hansen Brass Nipple
HCT30BSW Hansen Brass Nipple, Dynaswivel
HCT30S Hansen Stainless Nipple
HCT30SSW Hansen Stainless Nipple, Dynaswivel
HCT31 Schrader Nipple
HCT32 Snap-Tite Steel Nipple
HCT33 Snap-Tite Brass Nipple
HCT34 Snap-Tite Stainless Nipple
HCT37 CEJN Nipple
HCT38 Bayonet Nipple
HCTK   Hot/Cool Tube Filter Kit includes foam and screen
Capes
28VX  28” Cape
38VX  38” Cape 
PKVX  38” Long Sleeve Parka
PKXLVX 38” Long Sleeve Parka Extra Large
GGVX     38” Long “Golden Gate” Cape with Cut-Off Cap Sleeves
Lenses 
GVXIL Inner Lenses, pack of 25
BGVXIL Inner Lenses, eight packs of 25
GVXOL40 Outer Lenses .040”, pack of 25
BGVX0L40 Outer Lenses .040”, eight packs of 25
GVXOL15 Outer Lenses .015”, pack of 50
BGVXOL15 Outer Lenses .015”, ten packs of 50
GVXOLT Outer Lenses .030, pack of 25 Tinted (Smoke)
GVXOLG Outer Lenses .042, pack of 25 Tinted (Green)
GVXLC Mylar® Lenses (adhesive), pack of 25
Accessories & Other Replacement Parts
GVXCT Breathing Tube Connector Kit
GVXDMK Door Maintenance Kit
GVXRT Ratchet Suspension
GVXPL Pinlock Suspension
GVXCP Cheek Pads (Pair)
GVXCS Replacement Chin Strap
RBPCOTTON Cotton Brow Pad
RBPVINYL Vinyl Brow Pad
RBPCOOL Polartec Brow Pad
GVXHP Hinge Pin
GVXCA Carrying Assembly for GenVX

GenVX Parts  List 
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