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EDCO’S PUSH ELECTRIC FLOOR STRIPPER IS DESIGNED TO REMOVE GLUED DOWN,
SOFT-GOOD COVERINGS FROM A FLOOR’S SURFACE!

EDCO’s Push TileSharkTM Floor Stripper has an oscillating blade drive system that slices under
flooring material making removal easy and quick.

• 7-gauge steel welded construction
• Multiple position handle assembly
• Quick pin release angle adjustment
• Belt-driven oscillating blade system
• Heavy-duty vibration isolators
• Heavy-duty steel material deflector shield
• Pinch blade system accepts various style blades
• Allen wrench included for easy blade changes *Width based on handlebars.
• Unique folding handle design for working & storage modes. Folds down to 20”. Fits into car trunks   

PRODUCTION RATE: Remove up to 200 sq. ft. per hour of vinyl or other related soft material
(Square footage amounts and time schedules will vary based on material and adhesion)

PRODUCT NOTES: Provides 1,850 oscillating hits per minute
• Push plate and built-in weight assists in removing material

IDEAL FOR: Removing vinyl tile, linoleum tile, VCT and carpeting
(When Air-powered Chisel Scalers or TS-14 are not options, the TS-8 TileShark
can be used on 4” ceramic tile)

FOLDED STORAGE AND/OR TRANSPORT POSITION

* RPM’s are based on the machine’s accessory speed.

8” MANUAL FLOOR STRIPPER
MODEL # PART # POWER AIR POWER PHASE AMPS RPM’s BELTS LENGTH *WIDTH HEIGHT WEIGHT

TS-8-.75 94400 Electric 3/4 HP, 115/230V Single 10.5/5.4 1850 220J-V-Ribbed 38.5” 24.5” 41” 149 lbs

NEW POSITIVE
PRESSURE-ADDING

WORKING POSITION

NEW REINFORCED
HEAD ASSEMBLY FOR
HARDER HITTING
BLADE ACTION
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