
CASE CX 210 B NLC

DESCRIPTION

CASE

CX 210 B NLC

 

Dipper Length ­ Standard mm [ ft/in ] 2400 [7 ft 10 in]

 

DRIVELINE

CASE

CX 210 B NLC

 

Emission Rating Tier 3

Engine Manufacturer Isuzu

Engine Model 4 HKIX

Aspiration Turbo intercooled

Displacement ltr [ Inches³ ] 5.193 [316.8]

Rated Speed rpm

Engine Output ­ Net kW [ hp ] 117 [156.9]

Number Of Track Rollers ­ Each Side 8

Track Shoe Width mm [ inches ] 500 [19.6]

Slew Brake Type Wet multi disc

 

DIMENSIONS

CASE

CX 210 B NLC

 

Transport Length Mono Boom mm [ ft/in ] 9590 [31 ft 6 in]

Transport Height ­ Maximum mm [ ft/in ] 3200 [10 ft 6 in]

Overall Width mm [ ft/in ] 2540 [8 ft 4 in]

Track Length On Ground mm [ ft/in ] 3660 [12 ft ]

Tailswing Radius mm [ ft/in ] 2720 [8 ft 11 in]

Zero Tailswing?

Ground Clearance mm [ inches ] 460 [18.1]

Heaped Bucket Capacity ­ Standard m³ [ yd³ ] 1.05 [1.373]

Overall Bucket Width ­ Standard mm [ inches ] 1250 [49.2]

Width Over Standard Tracks mm [ ft/in ] 2490 [8 ft 2 in]

Track Gauge ­ Standard mm [ ft/in ] 1990 [6 ft 6 in]

Ground Level Reach ­ Mono Boom mm [ ft/in ] 9240 [30 ft 4 in]

Dig Height ­ Mono Boom mm [ ft/in ] 9440 [31 ft ]

Dump Height ­ Mono Boom mm [ ft/in ] 6620 [21 ft 9 in]

Vertical Wall ­ Mono Boom mm [ ft/in ] 5500 [18 ft 1 in]

Dig Depth ­ Mono Boom mm [ ft/in ] 6100 [20 ft ]

Standard Dipper mm [ ft/in ] 2400 [7 ft 10 in]

Longest Dipper mm [ ft/in ] 2940 [9 ft 8 in]
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CAPACITIES

CASE

CX 210 B NLC

 

Fuel Tank ltr [ gallons (US) ] 320 [84.5]

Hydraulic Tank ltr [ gallons (US) ] 127 [33.5]

 

PERFORMANCE

CASE

CX 210 B NLC

 

Ground Bearing Pressure kPa [ PSI ] 53 [7.6]

Slew Speed rpm 11.5

Travel Speed ­ Low kph [ mph ] 3.4 [2.1]

Travel Speed ­ High kph [ mph ] 5.6 [3.4]

Dipper Tearout kN [ lbf ] 152 [34170.9]

Bucket Breakout kN [ lbf ] 152 [34170.9]

End Lift ­ 3.0M Reach kg [ lbs ] 8331 [18366.6] *

End Lift ­ 6.0M Reach kg [ lbs ] 6627 [14610]

End Lift ­ Max Reach kg [ lbs ] 4308 [9497.5]

End Lift ­ Longest Dipper Max Reach kg [ lbs ] 3651 [8049] *

End Lift ­ Max Reach kg [ lbs ] 4070 [8972.8] *

Main Pumps ­ Maximum Flow lt/min [ gallons (US) / min ] 422 [111.4]

Boom Pressure bar [ PSI ] 343 [4974.7]

 

WEIGHTS

CASE

CX 210 B NLC

 

Operating Weight kg [ lbs ] 21350 [47068.6]

Weight ­ Maximum kg [ lbs ] 22200 [48942.5]

Weight ­ Mono Boom kg [ lbs ] 21350 [47068.6]

46 attributes
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