SELF-PROPELLED TELESCOPIC BOOMS

$"-60 & S"-65 Ganie

A TEREX COMPANY

Specifications
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MODELS $™-60 $™-65
MEASUREMENTS Metric us Metric an
Working height maximum* 66 ft 20.30 m 711t 21.80 m
Platform height maximum 60 ft 18.30 m 65 ft 19.80 m Jogt
Horizontal reach maximum 50 ft 10 in 15.48 m 56 ft 2 in 1710 m
Below ground reach 5ft7in 1.70 m 8ft11in 2.72m b
() Platform length - 8 ft model 3t 91m 3t 91m
Platform length - 6 ft model 2ft6in 76 m 2ft6in 76 m ot
(© Platform width - 8 ft model 8ft 244m 8 ft 244m doftom o jof 20 sft  Am eoft Gt
Platform width - 6 ft model 6 ft 1.83 m 6 ft 1.83m ‘ : ) i ) : )
(® Height - stowed 8ft11in 272m 8ft11in 272m
() Length - stowed 27 ft11in 851 m 31ft2in 9.50 m .
= Length - transport (jib tucked under) 25 ft 7.60 m RANGE OF MOTION S™-65 B 0
) | @ Width (with standard tires) 8ft2in 250m 8ft2in 250 m 01
| @ Wheelbase 8ft2.5in 250 m 81t2.5in 250m "
; (© Ground clearance - center 1ft25in 37 m 1ft25in 37m 601t F
o
Lift capacity 500 Ibs 227 kg 500 Ibs 227 kg ot
Platform rotation 160° 160°
Turntable rotation 360° continuous 360° continuous L. R
| Turntable tailswing 4 ft 1.22m 41t 122m
| Drive speed - 2WD stowed 4.0 mph 6.4 km/h 4.0 mph 6.4 km/h St
il Drive speed - 4WD stowed 3.0 mph 4.8 km/h 3.0 mph 4.8 km/h
’, Drive speed - raised or extended 0.68 mph 1.1 km/h 0.68 mph 1.1 km/h 20t
| Gradeability - 2WD - stowed** 30% 30% sim
5 Gradeability - 4WD - stowed** 45% ' 45% 101
Turning radius - inside 71t9in 2.36m 7ft9in 236 m B B
Turning radius - outside 18ft2in 554m 18 ft9in 572m i f J
Controls 12 V DC proportional 12 V DC proportional om |
Tires - RT Lug 355/55D 625 355/55D 625 o \IE
-305m
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Power source Ford DSG-423 4 cylinder gas/LPG 75 hp (56 kW)
Deutz F3L-2011 3 cylinder diesel 48 hp (35.8 kW)
Perkins 404C-22 4 cylinder diesel 51 hp (38 kW)
Auxiliary power unit 12V DC 12V DC
il Hydraulic tank capacity 45 gal 170 L 45 gal 170 L
| Fuel tank capacity 35 gal 132 L 35 gal 132L
2WD 20,520 Ibs 9,308 kg 22,100 Ibs 10,024 kg
fil 4WD 20,690 Ibs 9,385 kg 22,270 Ibs 10,102 kg ‘ Q
ANSI A92.5, CSA B354.4, CE Compliance, AS 1418.10, * The metric equivalent of working height adds 2 m to platform
height. U.S. adds 6 ft to platform height.
PB-10-611-03 ** Gradeability applies to driving on slopes, see operator's manual for

details regarding slope ratings.
*** Weight will vary depending on options and/or country standards.

www.genieindustries.com S60 3.5K 0107H. Part No. 109368




